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INTERNATIONAL ELECTROTECHNICAL COMMISSION

EXPLANATION OF THE MATHEMATICAL ADDITION
OF WORKING VOLTAGES, INSULATION BETWEEN CIRCUITS
AND USE OF PELV IN TC 34 STANDARDS

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization cc mpr.ing
all national electrotechnical committees (IEC National Committees). The object of IEC is to p..mc =
international co-operation on all questions concerning standardization in the electrical and electronic .’elds To
this end and in addition to other activities, IEC publishes International Standards, Technice’ Sj =cific ~tions,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referr. 1 tc 25 “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Commit. e interested
in the subject dealt with may participate in this preparatory work. International, gove-nmenta: and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC c)llaborates closely
with the International Organization for Standardization (ISO) in accordance with conai>''s determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as near" as ~ousible, an international
consensus of opinion on the relevant subjects since each technical comn.*ee | as representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for internationc! us= and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to e. s =~ that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National “omnittees undertake to apply IEC Publications
transparently to the maximum extent possible in their natichal «nd regional publications. Any divergence
between any IEC Publication and the corresponding natio‘ial or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certificatior. bac’es.

6) All users should ensure that they have the latec* e dition of this publication.

7) No liability shall attach to IEC or its'dire 't~rs, employees, servants or agents including individual experts and
members of its technical committees ad .7 National Committees for any personal injury, property damage or
other damage of any nature whats. eve . whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the pullicaion, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Mor. ativ 2 references cited in this publication. Use of the referenced publications is
indispensable for the corr. =t appiication of this publication.

9) Attention is drawn tc the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shc'l no be held responsible for identifying any or all such patent rights.

The main task o, |[EC technical committees is to prepare International Standards. However, a
technical com~ittee may propose the publication of a Technical Report when it has collected
data of a difiarent kind from that which is normally published as an International Standard, for
example "state of the art".

1" C TR 6.1139, which is a Technical Report, has been prepared by IEC technical committee
34. ! amps and related equipment.

The text of this Technical Report is based on the following documents:

DTR Report on voting
34/415/DTR 34/493A/RVDTR

Full information on the voting for the approval of this Technical Report can be found in the
report on voting indicated in the above table.
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This document has been drafted in accordance with the ISO/IEC Directives, Part 2.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under "http://webstore.iec.ch" in the data related to
the specific document. At this date, the document will be

e reconfirmed,
e withdrawn,
e replaced by a revised edition, or

e amended.

A bilingual version of this publication may be issued at a later date.

IMPORTANT - The 'colour inside' logo on the cover page of this publication indicates
that it contains colours which are considered to be useful 7~r the correct
understanding of its contents. Users should therefore print this a>cum2nt using a

colour printer.
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INTRODUCTION

This document provides background information to the following subjects being introduced
into IEC TC 34 standards to cover new technologies associated with the use of LED light
sources and controllable products.

This document consists of the following subdivisions:

Clause 4 — Mathematical addition of working voltages;
Clause 5 — Insulation between circuits;
Clause 6 — Use of protective extra low voltage (PELV);

Clause 7 — Insulation between LV supply and control line conductors.
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EXPLANATION OF THE MATHEMATICAL ADDITION
OF WORKING VOLTAGES, INSULATION BETWEEN CIRCUITS
AND USE OF PELV IN TC 34 STANDARDS

1 Scope

This document is related to the insulation coordination in TC 34 standards and provides
explanations on mathematical addition of working voltages, insulation between circuits, use of
protective extra low voltage (PELV) and insulation between LV supply and continl ine
conductors in order to cover new technologies associated with the use of LED light sources
and controllable products.

It describes in which way the addition of supply voltages and working voltage: can be
arranged for an assessment of the electrical insulation requirements (e.g. creenage distances
and clearances) in a system if a first failure occurs.

Furthermore the actual failure scenarios given in IEC 60528.1.207% and IEC 60598-
1:2014/AMD1:2017, Annex X and IEC 61347-1:2015, Clause 15 are explained in greater
detail and the rationale behind the protective requirement for each situation is given (e.g.
possible LV primary to ELV secondary does not lead to an ¢ ‘e burden of the insulation in the
second circuit).

This document also describes the possibility to increase immunity and reliability of electronic
circuits, used in combination with LEDs, with thz-usc of PELV and the associated safety
consequences for this system.

The insulation between LV supply and coatrol. line conductors is also important and this
document explains why this is an essen.'<' safety consideration for a complete installation
system.

2 Normative references

There are no normative ref :rznses in this document.

3 Terms and deiniiions
No terms and Jenitions are listed in this document.

ISO and IEC maintain terminological databases for use in standardization at the following
address »s:

«~ IZC El:ctropedia: available at http://www.electropedia.org/
50 Online browsing platform: available at http://www.iso.org/obp

4 Mathematical addition of working voltages

Insulation requirements between live parts and accessible conductive parts as function of the
controlgear input/output insulation classification and the insulation class of the luminaire are
given in IEC 60598-1:2014, Table X.1 and IEC 61347-1:2015, Table 6.

Insulation requirements in TC 34 standards are based on a hazard assessment with the
assumption that a certain failure will occur.
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